VENTURA COUNTY AIR POLLUTION CONTROL DISTRICT

RULE 74.15.1 -- BOILERS, STEAM GENERATORS, AND PROCESSHEATERS
(Adopted 5/11/93, Revised 6/13/95, 6/13/00)
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Applicability

The provisions of this rule apply to any boiler, steam generator, or
process heater with a rated heat input capacity equal to or greater than
1 mllion BTU per hour and less than 5 mllion BTU per hour

Requi renent s

1. No person shall allow the discharge into the atnosphere, from any
boil er, steam generator, or process heater with an annual heat
i nput rate of equal to or greater than 1.8 x 109 BTU, oxides of
nitrogen (NOx) em ssions in excess of 30 parts per mllion volune
(ppmv). Carbon nonoxide (CO emssions fromunits subject to this
rul e shall not exceed 400 ppnv.

Units subject to the above provisions shall test for conpliance
not | ess than once every 24 nonths.

2. Any boiler, steam generator, or process heater with an annual heat
i nput rate of equal to or greater than 0.3 x 109 BTU and | ess than
1.8 x 109 BTU shal | conply with one of the follow ng requirenents:

a. The unit shall be tuned every 6 nonths or after 750 hours of
operation since the previous tune-up, whichever occurs |ast,
but in no case |ess than once per cal endar year. The unit
shall be tuned in accordance with the procedure described in
Attachnent 1 for forced draft-fired equi pnent or Attachnent
2 for natural draft-fired equi pment; or

b. The unit shall conply with the enission and testing
requi renents of Subsection B. 1.

Exenpti ons

The provisions of Subsection B.1 of this rule shall not apply to any
unit operated on alternate fuel under the follow ng conditions:

1. Alternate fuel use is required due to the curtail ment of natura
gas service to the individual unit by the natural gas supplier
Alternate fuel use in this case shall not exceed the period of
natural gas curtail nent.

2. Alternate fuel use is required to maintain the alternate fue
system Alternate fuel use in this case shall not exceed 50 hours
per year.

The provisions of Subsection B.2 of this rule shall not be required for
alternate fuel use
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Recor dkeepi ng Requirenents

1

Test

1

Any person owni ng and/ or operating a boiler, steam generator, or
process heater with an annual heat input rate of |ess than

1.8 x 109 BTU and not conplying with the requirenents of
Subsection B.1 shall install a totalizing fuel neter for each
applicable unit and for each fuel. Meters shall be accurate to +
one (1) percent, as certified by the manufacturer in witing.

Fuel consunption for each unit shall be conpiled nonthly into a
rolling twelve (12) cal endar nonth report.

Any person subject to the provisions of Subsection B.2.a shal
subnmit a report to the Air Pollution Control O ficer (APCO within
twelve (12) nonths after achieving conpliance with Subsection
B.2.a. Reports shall continue to be subnitted every twelve (12)
months. This report shall verify that each tune-up has been
performed and the results were satisfactory. The report shal
contain all information and or docunentation that the APCO may
determine, in witing, to be necessary.

Any person utilizing alternate fuel, pursuant to the provisions of
Subsection C.1 of this rule, shall maintain daily records of each
occurrence. Each record shall include the type of fuel, the
quantity of fuel, and the duration of the occurrence.

Al'l records required by Subsections D.1 and D. 3 shall be
mai ntai ned for a period of four (4) years and shall be avail able
for inspection by the APCO upon request.

Met hods

Conpliance with the emission requirenents in Section B shall be
determ ned using ARB Method 100 for Oxides of Nitrogen, Carbon
Monoxi de, and Stack Gas Oxygen.

Em ssion tests resulting in conpliance deterni nations for the
requi renents of Subsection B.1 shall be conducted on units in "As-
found" operating condition.

The NOx parts per nmillion emssion |limtation specified in
Subsection B.1. is expressed as nitrogen dioxide. The lintations
for both NOx and CO are referenced at three (3) percent vol une
stack gas oxygen on a dry basis averaged over 15 consecutive

m nut es.

Vi ol ati ons

1

Failure to conply with any provision of this rule shall constitute
a violation of this rule.

Any unit subject to the provisions of Subsection B.2 shall conply
with the provisions of Subsection B.1 if the unit operates during
any rolling twelve (12) nonth period at a total annual heat input
rate greater than the applicable annual heat input rate specified
i n Subsection B.2.
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Any unit previously operating at an annual heat input rate of |ess
than 0.3 x 109 BTU shal |l conply with the applicable provisions of
Subsection B.1 or Subsection B.2 if the unit operates during any
rolling twelve (12) nmonth period at a total annual heat input rate
greater than 0.3 x 109 BTU.

tions

"Annual Heat Input": The actual amunt of heat rel eased by fuels
burned in a unit during a twelve (12) calendar nmonth rolling
period, based on the fuel's higher heating value. The annual heat
i nput shall be calculated as the sum of the previous 12 nonthly
fuel use rates multiplied by the fuel's higher heating val ue.

"Boiler or Steam Generator": Any external conmbustion equi pnent
fired with liquid and/ or gaseous fuel and used to produce steam or
to heat water. Boiler or Steam Generator does not include any
unfired waste heat recovery boiler that is used to recover
sensi bl e heat fromthe exhaust of any conmbustion equi prment.

"Process Heater": Any external combustion equipnent fired with
liquid and/ or gaseous fuel and which transfers heat from
combustion gases to water or process streans. Process Heater does
not include any kiln or oven used for drying, baking, cooking,
calcining or vitrifying, any unfired waste heat recovery heater
that is used to recover sensible heat fromthe exhaust of any
combusti on equi pnent, or any fuel-fired degreasing or netal
finishing equi pnment.

"Rat ed Heat |nput Capacity": The heat input capacity specified on
the nanepl ate of the conbustion unit. |If the conbustion unit has
been altered or nodified such that its maximum heat input is
different than the heat input capacity specified on the nanepl ate,
the new maxi mum heat input shall be considered as the rated heat

i nput capacity. This alteration or nodification can be through
either burner alteration or nodification or installation of a
fixed orifice. The new maxi mum heat input nust be certified, in
writing, by the manufacturer or installer and engineering

cal cul ations supporting the new maxi nrum heat input rating nmust be
submitted to the APCO

"Therni: 100, 000 BTU.

"Unit": Any boiler, steam generator, or process heater as defined
in Subsections G 2 and G 3 of this rule.
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ATTACHMVENT 1

Equi pment Tuni ng Procedure
for Forced Draft-fired Equi pnent?

Not hi ng i n this Equi prent Tuni ng Procedure shall be construed to require any
act or omission that would result in unsafe conditions or would be in
violation of any regulation or requirenent established by Factory Mt ual
Industrial Risk Insurers, National Fire Prevention Association, the California
Department of Industrial Relations (Cccupational Safety and Health Division),
the Federal Occupational Safety and Health Admi nistration, or other rel evant
regul ati ons and requirenents.

1. Operate the unit at the firing rate nost typical of nornmal operation
If the unit experiences significant |oad variations during nornal
operation, operate it at its average firing rate.

2. At this firing rate, record stack gas tenperature, oxygen concentration
and CO concentration (for gaseous fuels) or snoke-spot nunber? (for
liquid fuels), and observe flane conditions after unit operation
stabilizes at the firing rate selected. |If the excess oxygen in the
stack gas is at the |ower end of the range of typical m ninm val ues?,
and if the CO enissions are low and there is not snoke, the unit is
probably operating at near optinmumefficiency - at this particular
firing rate. However, conplete the renmaining portion of this procedure
to determ ne whether still |ower oxygen |levels are practi cal

3. I ncrease combustion air flowto the furnace until stack gas oxygen
| evel s increase by one to two percent over the level neasured in Step 2.
As in Step 2, record the stack gas tenperature, CO concentration (for
gaseous fuels) or smoke-spot number (for liquid fuels), and observe
flame conditions for these higher oxygen levels after boiler operation
stabilizes.

4, Decrease conbustion air flow until the stack gas oxygen concentration is
at the level nmeasured in Step 2. Fromthis |level gradually reduce the
conbustion air flow, in small increments. After each increnent, record

L This tuning procedure is based on a tune-up procedure devel oped by KVB,

Inc. for the EPA.

2, The snoke-spot nunber can be determned with ASTM Test Method D- 2156 or
wi th the Bacharach nethod.

3 Typi cal m ni num oxygen levels for boilers at high firing rates are:

1. For natural gas: 0.5%- 3%
2. For liquid fuels: 2%- 4%
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the stack gas tenperature, oxygen concentration, CO concentration (for
gaseous fuels) and snoke-spot nunber (for liquid fuels). Also observe
the flame and record any changes in its condition

Continue to reduce conbustion air flow stepwi se, until one of these
limts in reached:

a. Unacceptabl e flame conditions - such as flame inpingenent on
furnace walls or burner parts, excessive flanme carryover, or flanme
instability.

b. Stack gas CO concentrations greater than 400 ppm

c. Snoki ng at the stack

d. Equi pnment-related limtations - such as | ow wi ndbox/furnace

pressure differential, built inair-flowlimts, etc.

Devel op an 05/ CO curve (for gaseous fuels) or 0y/snoke curve (for liquid
fuels) simlar to those shown in Figures 1 and 2 using the excess oxygen
and CO or snpke-spot nunmber data obtained at each combustion air flow
setting.

Fromthe curves prepared in Step 6, find the stack gas oxygen |l evels
where the CO eni ssions or snoke-spot number equal the follow ng val ues:

Fuel Measur ement Val ue

Gaseous CO Emi ssi ons 400 ppm
#1 & #2 oils snoke-spot nunber nunber 1
#4 oil snoke-spot nunber nunber 2
#5 oi l snoke-spot nunber nunber 3
O her oils snoke-spot nunber nunber 4

The above conditions are referred to as CO or snmoke threshold, or as the
m ni mrum excess oxygen | evel .

Conpare this mnimum val ue of excess oxygen to the expected val ue

provi ded by the conmbustion unit manufacturer. |[|f the mninmmleve
found is substantially higher than the val ue provided by the combustion
unit manufacturer, burner adjustnents can probably be nade to inprove
fuel and air mxing, thereby allow ng operation with less air

Add 0.5 to 2.0 percent to the mni mum excess oxygen |level found in Step
7 and reset burner controls to operate automatically at this higher
stack gas oxygen level. This margin above the m ni num oxygen | eve
accounts for fuel variations, variations in atnospheric conditions, |oad
changes, and nonrepeatability or play in automatic controls.
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If the load of the conbustion unit varies significantly during nornal
operation, repeat Steps 1-8 for firing rates that represent the upper
and lower limts of the range of the |oad. Because control adjustnents
at one firing rate may affect conditions at other firing rates, it may
not be possible to establish the opti mum excess oxygen | evel at al
firing rates. |If this is the case, choose the burner control settings
that give best performance over the range of firing rates. |If one
firing rate predom nates, settings should optimze conditions at that
rate.

Verify that the new settings can acconmodate the sudden changes that may
occur in daily operation wthout adverse effects. Do this by increasing
and decreasing |load rapidly while observing the flane and stack. |f any
of the conditions in Step 5 result, reset the conbustion controls to
provide a slightly higher |evel of excess oxygen at the affect firing
rates. Next, verify these new settings in a simlar fashion. Then nake
sure that the final control settings are recorded at steady-state
operating conditions for future reference.
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Figure 1
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ATTACHMVENT 2

Equi pment Tuni ng Procedure
for Natural Draft-Fired Equi pnent

Not hi ng i n this Equi prent Tuni ng Procedure shall be construed to require any
act or omission that would result in unsafe conditions or would be in
violation of any regulation or requirenent established by Factory Mt ual
Industrial Risk Insurers, National Fire Prevention Association, the California
Department of Industrial Relations (Cccupational Safety and Health Division).
the Federal Occupational Safety and Health Admi nistration, or other rel evant
regul ati ons and requirenments. Steps in the Procedure not applicable to
specific units may be onmitted.

1. Prelim nary Analysis
a. Verify that the boiler, steam generator, or process heater (unit)
is operating at the | owest pressure or tenperature that wll
satisfy load demand. This pressure or tenperature will be used as
a basis for conparative conbustion anal ysis before and after tune-
up.
b. Verify that the unit operates for the m ni mum number of hours and

days necessary to performthe work required.

c. Verify that the size of air supply openings is in conpliance with
applicable codes and regulations. Air supply openings nust be
fully open when the burner is firing and air flow nust be
unrestricted.

d. Verify that the vent is in good condition, properly sized and free
from obstruction.

e. Perform a conmbustion analysis (CO, Oy, etc.) at both high and | ow
fire, if possible. Record all data, as well as the follow ng:

(D Inlet fuel pressure at burner at high and low firing rates.

(2) Pressure above draft hood or baronetric danper at high
medi um and low firing rates.

(3) St eam pressure, water tenperature, or process fluid pressure
or tenperature entering and | eaving the unit.

(4) Inlet fuel use rate if neter is avail able.
2. Checks & Corrections
a. Clean all dirty burners or burner orifices. Verify that fue

filters and noisture traps are in place, clean, and operating
properly. Confirm proper |location and orientation of burner
di ffuser spuds, gas canes, etc. Replace or repair danmaged or
m ssi ng burner parts.
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Renmove external and internal sedinment and scale from heating
surf aces.

Verify that the necessary water or process fluid treatnent is
bei ng used. Confirm flushing and/ or bl owdown schedul e.

Repair all leaks. 1In addition to the high-pressure |lines, check
the bl owof f, drain, safety valve, bypass lines and, if used, the
feed punp.

Saf ety Checks

e.

Test primary and secondary | ow water |evel controls.
Check operating and |limt pressure and tenperature controls.
Check pilot safety shut off operation.

Check safety valve pressure setting and verify that the setting is
consistent with unit | oad requirenents.

Check limt safety control and spill swtch

Adj ust nent s

Performthe follow ng checks and adjustnments on a warmunit at high

fire:

a.

Adjust unit to fire at the maximuminlet fuel use rate: record
fuel manifold pressure.

Adj ust draft and/or fuel pressure to obtain acceptable, clean
conmbustion at both high, mediumand |low firing rates. The carbon
nonoxi de (CO) val ue shoul d not exceed 400 parts per million (PPM
at 3% Op.

Verify that unit light-offs are snooth and safe. Performa
reduced fuel pressure test at both high and low firing rates in
accordance with the manufacturers instructions.

Check and adjust the nodul ation controller. Verify proper
ef ficient and cl ean conbustion through the range of firing rates.

When opti mum performance has been achi eved, record all data.

5.
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Fi na

Test

Performa final conmbustion analysis on the warmunit at high, medium and
low firing rates, if possible. Record data obtained from conbustion
analysis, as well as the follow ng:

a.

Inlet fuel pressure at burner at high and low firing rates.
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b. Pressure above draft hood or barometric danper at high, medi um and
low firing rates.

c. St eam pressure, water tenperature, or process fluid pressure or
tenperature entering and | eaving the unit.

d. Inlet fuel use rate if meter is avail abl e.
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